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Rinnai Commercial Electric

Tank Water Heater

COMMERCIAL ELECTRIC WATER HEATER STORAGE TANK

Installation Type

Internal (Indoor) Commercial Applications

e RCET5012
e RCET5018
Model Numbers « RCET8012
e RCET8018
Maxm_lum System Up to18 kW
Electrical g .
Cansuriien (See specific models on following pages)
S 208/240V Single-Phase
andard Voltage
o Can be field converted to 3-phase.
2in. (51 mm) Eco-friendly foam insulation
o Glass-linedinner tank
Storage Tank e 1-1/2in. MNPT dielectric hotand cold
9 connections
e Brassdrainvalve
e Dualmagnesium anode rods
The water heater models listed above meet or
surpass thermal efficiency and standby loss
requirements set by the American Society of
Efficienc Heating, Refrigerating and Air-Conditioning
y Engineers (ASHRAE ) standards, as part of the
Energy Policy Act (Epact), a federal law that
mandates energy efficiency for various
appliances.
Certifications UL 1453
e Hi-Limit Reset Therm-O-Disc 66T 4401
301202
Safety Devices e T&PRelief Valve: ANSI Z21.22 and ASME
approved, 105,000 BTU/HR, 150 PSI, 210°F
(99°C).
e Tank:3years
e AllOther Parts and Components: 1Year
Warranty Reasonable Labor:1Year

(Refer to the Installation and Operation
Manual for full warranty information)
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TECHNICAL SPECIFICATIONS (SINGLE UNITS)

RCET5012 RCET5018 RCET8012 RCET8018

Maximum Electrical Consumption kW/hr 12.3 18 12.3 18
Tank Volume 50 Gallons (189 Liters) 80 Gallons (303 Liters)
First Hour Delivery at 100°F Rise ! 85 109 106 130
Product Weight 197 b (89kg) 2031b (92 kg) 246 |b (112kg) 252 b (114 kg)
Installation Type Internal (Indoor) Commercial Applications
Water Supply Pressure 150 PSI (Maximum)
Temperature Setting 100°F (38°C) to 170°F (77°C)

Normal 12.3kW 18kW 12.3kW 18 kW
Electrical Data Max Current 51.25A 75A 51.25A 75A

Fuse Element Leg Fuse: 30 Amps (Per Leg)
Connections Hot Water Outlet: 1-1/2in. MNPT

Cold Water Inlet: 1-1/2in. MNPT
e Appliance: AC 208/240 Volts, 60Hz, Single Phase. Can be field

Electric Connections converted to 3-phase.

¢ Integrated Temperature Controller: AC 240 Volts (Analog)

Water Temperature Control

Surface Mounted Thermostat

ENERGY STAR® Certified

Yes

First Hour Delivery Rating is a theoretical calculation based on 70% usable tank capacity (Tank Capacity x 0.70 + (recovery)

= First Hour Delivery Rating)

Electrical Consumption and Tank Capacity

kW Model Numbers Tank Capacity in Gallons Number of Element sl:::ll;c::a:rrent I':"Iﬁ :ep::\:jse
Input Elements Wattage
50 80 208V 240V | 208V | 240V
12.3 RCET5012 RCET8012 3 4100 59 51 34 30
18 RCET5018 RCET8018 6 3,000 86.5 75 50 433

RECOVERY CAPACITIES

U.S. Gallons/Hour Liters/Hour at Temperature Rise Indicated

Input | Equivalent Units 40°F | 50°F | 60°F | 70°F | 80°F | 90°F | 100°F | 110°F | 120°F | 130°F | 140°F
(kW) | BTU/HR (22°C) | (28°C) |(33°C) | (39°C) |(45°C) | (50°C) | (56°C) | (61°C) | (67°C) | (72°C) | (78°C)

GPH 124 99 83 71 62 55 50 45 4 38 35

123 40,946

LPH 470 376 313 268 235 209 188 171 157 145 134

8 61420 GPH 186 149 124 106 93 83 74 68 62 57 53

’ LPH 705 564 | 470 403 352 313 282 256 235 217 201
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DIMENSIONS (SINGLE UNITS)
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Tank Height TankDiameter PRV Height Maximum Depth
58.1in. 215in. 49in. 27.25in. 16.5in.
CET6012/6018 (1476 mm) (546 mm) (1245 mm) (692 mm) (419 mm)
64.25in. 25.28in. 53.07in. 31.02in. 18.4in.
CET8012/8018 (1632mm) (642 mm) (1348 mm) (788 mm) (467 mm)

PROJECT SUBMITTAL INFORMATION

The water heater(s) shall be a Rinnai Commercial Electric Tank Water Heater (RCET) model number ,with a storage
capacity of not less than Gallons(____ Liters),aminimumkW input of kW and a minimum recovery rate of
GPH ata100° temperature rise. Tank shall have a standard working pressure rating of 150 PSl and be completely
assembled. The tank shall have 2" (51 mm) eco-friendly foam insulation with dual magnesium anode rods, brass drain valve, and 1.5

inch MNPT dielectric hot and cold connections.

Rinnai America Corporation 103 International Drive, Peachtree City, GA 30269

1-800-621-9419 «rinnai.us * rinnai.ca

©2025 Rinnai America Corporation. Rinnai America Corporation continually updates materials, and as

such, content is subject to change without notice. Local, state, provincial, federal and national fuel gas 100001009(01)

codes must be adhered to prior to and uponinstallation. 3/2025
Rinnai Commercial Electric Water Heater Tank Specification Sheet 3/3



